
Pump Data Sheet  -  Yeomans Pump, Aurora, IL

Company: Grundfos Chicago
Name: Don Page
Date:  10/15/2014
Selection: 1001344665_selection_R1

Customer: RF MacDonald Company
Project: VA Hospitals
Location: Not provided
Quote #: 1001344665
Item ID / Tag #: Lake Water Pumps
Qty. of Pumps: 2

 Pump:
Model:   6123
Type:  9235 Speed:  1750 rpm
Synch speed:  1800 rpm Dia:  12 in
Curve ID No.:  40200 Impeller ID No.:  Y-4677
Specific Speeds: Ns:  ---

Nss:  ---
Dimensions: Suction:  6 in

Discharge:  6 in

 Pump Limits:
Temperature:  104 °F Power:  ---
Pressure:  75 psi g Eye area:  28.3 in²
Sphere size:  3 in

 Search Criteria:
Flow:  1600 US gpm Head:  99 ft

 Fluid:
Water Temperature: 68 °F
Density:  62.32 lb/ft³ Vapor pressure:  0.3391 psi a
Viscosity:  0.9946 cP Atm pressure:  14.7 psi a
NPSHa:  ---

 Motor:
Size:  60 hp
Speed:  1800
Frame:  320CLC

Standard:  YCC
Enclosure:  TENV

Sizing criteria:  Max Power on Design Curve

Yeomans Pump - PumpfinderPlus 10  Selected from catalog:  YP_9235.60  Vers: 1

---- Data Point ----
Flow: 1600 US gpm
Head: 101 ft
Eff: 79.8%
Power: 51.1 hp
NPSHr: 17.6 ft

---- Design Curve ----
Shutoff head: 162 ft
Shutoff dP: 70.1 psi
Min flow: ---
BEP: 80.1% @ 1496 US gpm
NOL power:

56.4 hp @ 2025 US gpm

-- Max Curve --
Max power:

56.4 hp @ 2025 US gpm

Default motor size is based upon max. power on the design curve plus a margin factor to allow for impeller trim variances
that may occur to meet H.I. TDH requirements. Efficiencies and data are typical. Please contact the factory for guaranteed

values. FOR TEMP. ABOVE 104 DEG. F (40 DEG C) REFER TO FACTORY FOR ASSISTANCE.
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 Performance Evaluation:
Flow Speed Head Efficiency Power NPSHr
US gpm rpm ft % hp ft
1920 1750 90.1 77.8 56.1 22.2
1600 1750 101 79.8 51.1 17.6
1280 1750 110 79 44.8 14
960 1750 118 72.8 39.4 11.3
640 1750 130 58.6 35.7 9.33


